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Light without  
boundaries.
THE TITANIUM STORY CONTINUES

Since its launch in 2015, the 
Titanium has grown from a 
downlight family to an extensive 
series of ceiling luminaires. 
The superior design aesthetic 
combined with the practicality of 
easy installation and remarkable 
performance makes the Titanium 
Series perfect for all applications. 

The Titanium Series is known for 
being industry-leading in colour 
consistency, minimal in glare and 
excellent in rendering colours. 
The various mounting options, 
lenses and accessories make 

the Titanium Series a winning 
combination. This Crafted in 
Australia series means there 
is the ability to customise the 
luminaire to best suit the  
project aesthetic. 

This year, the Titanium Series 
expands to include a new 
surface mounted size, new gold 
finish signature to the Unios 
range and streamlined electrical 
componentry and accessories.

A labour of love and light 
from Australia. 

Australian customised and 
fabricated lighting in as 
little as 10 business days.

Find out more at: 
unios.com/craftedinaus

Overview
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NEW Latest Updates

1 New Unios gold finish
2 Titanium Surface   
 Mounted Downlight  
 in small size
3 Titanium Surface   
 Mounted Downlight  
 now in IP44
4 Titanium Surface   
 Mounted Downlight  
 now uses a built-in  
 flicker-free driver



NEW Surface Mount Model

IP44 rating

To extend the usefulness and 
applications of the luminaire, 
The Titanium Surface Mounted 
Downlights IP rating is now IP44. 
The IP rating update allows 
a consistent design aesthetic 
in both indoor and outdoor 
applications throughout projects.

Built-in Flicker-Free Driver

The upgraded Titanium Surface 
Mounted Downlights use the 
second generation flicker-free 
drivers. Achieving market-leading 
flicker-free performance in all 
modern testing methods, the 
drivers also deliver an increased 
lifetime with a 5-year warranty.

The new small size addition to the Titanium Surface Mounted 
range allows additional size and power options throughout projects.

Small size addition

The Titanium Small Surface 
Mounted Downlight brings a 
slimmer, more compact design in 
an 11W power package. The new 
small size is available in 130mm or 
200mm height, with the option to 
suspend for pendant applications.

This year brings an update to the original Titanium Surface 
Mounted/Suspended Downlight with a smaller size, 
improved IP rating and a built-in flicker-free driver.
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SDCM≤2 colour consistency

The LEDs in the Titanium Series 
meet the industry’s highest-
quality standard for colour 
consistency in artificial light 
sources. The MacAdam ellipse 
colour measurement of SDCM≤2 
represents a measure where the 
human eye cannot distinguish 
any colour variations.

True-to-life colour performance

The Titanium Series delivers 
a perfect balance between 
brightness and colour rendering 
properties. The superior 
performance ensures the 
best result for all applications. 
Maintaining the natural colour of 
objects is ideal and an appreciated 
benefit of the Titanium CRI 92+ 
and 97+ variations.

Up to <13 glare rating

As glare can adversely affect 
well-being, the Titanium series 
is designed with a deep recess 
to reduce glare. This minimalist 
aesthetic coupled with powerful 
performance and a ≤13 unified 
glare rating delivers the most 
comfortable and beautiful 
lighting solution.

To find out more about the 
new colour standard, please 
reference our white paper 
on TM-30. 
 
Find out more at: 
unios.com/tm30whitepaper

Technical Specifications

L90B10 Lifetime

Industry standards and norms are 
one measure, but the Titanium 
Series is committed to an 
exceptional lifetime measure of up 
to >55,000h L90B10. The Titanium 
provides lasting quality assurance 
with excellent lifetime performance 
and confidence for designers and 
lighting professionals specifying the 
Titanium Series for their projects.

The above diagram demonstrates the colour performance of our 
CRI92+ Titanium range against the TM-30 Standard.

92 
Rf

99 
Rg
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The Titanium Series  
Product Summary

1 Lifetime:  Up to   
 >55,000h L90B10
2 Colour Deviation:  
 SDCM≤2
3 CRI: Up to 97+/>90
4 UGR: Up to <13 



Variations

Titanium Downlight

Excellent optics and low glare 
coupled with 25° of adjustability 
make this the flagship luminaire.

Titanium Semi  
Recessed Downlight

The protruding lip design adds 
a refined and unique touch to 
the ceiling. 

Titanium Curve Downlight

Rounded from the edge, the inward 
sloping trim creates a unique 
uninterrupted ceiling aesthetic.

Titanium Starlight

The deep recessed design and trimless 
body are perfectly suited to minimal 
and contemporary settings.

One family. 
Unlimited potential.

Over the years, the Titanium 
family has evolved from a single 
base model to a series with four 
unique trims - micro trim, curved, 
semi-trim and the starlight. 
Each luminaire boasts a variety 

of sizes, power options, beam 
angles, a suite of optics and 
accessories to enable you to 
deliver unique lighting signatures 
dependent upon project 
application and requirements.

Fascia Accessories

1 Titanium Downlight   
 Asymmetrical Fascia
2 Titanium Downlight   
 Wide Trim Fascia

Titanium Surface Mounted/ 
Suspended Downlight

The favourite in the Titanium 
Series in a surface mounted/
suspended form. 

Titanium Surface Mounted/ 
Suspended Starlight

With 4 different heights, the 
Titanium Starlight can be 
surface mounted or suspended.
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Mounting

       Surface mounted

The ideal choice for ceilings with 
minimal in-ceiling spaces. Surface 
mount range includes canisters 
in 46mm, 88mm and 102mm 
dimensions at different heights, 
suitable for the starlight or 
downlight models.

       Recessed

Recessed downlights offer a 
clean and minimal finish while 
maximising the space within a 
room. Recessed options range from 
an adjustable recessed downlight, 
starlight, semi-recessed and a 
standard CRI 97+ curve.

       Suspended

The ideal choice for high 
ceilings with cable lengths up 
to 3000mm. Suitable for the 
Starlight and Surface Mounted 
models, the pendant kit accessory 
has been re-engineered to be a 
universal fit for all sizes.

2

3

1

Versatile application, 
perfect for any project.

1 2 3
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Beam Angle

A complete option for  
beam angle customisations

Pencil Narrow Medium Wide Flood

Beam Accessories

1 Linear Lens
2 Asymmetrical Fascia

Standard Beam
36° beam

Elliptical Beam
36° beam w/ Linear Lens

Asymmetrical Beam
36° beam w/ Asymmetrical Fascia

The Titanium’s standard shape 
and spread of light, i.e. the spatial 
distribution, is symmetrical, 
extending equidistantly from 
the centre. The lumen output is 
diminished at the outer limits but 
even around the beam.

Various optics and accessories 
can alter the beam and deliver a 
remarkable and unique lighting 
solution. Adding to the flexibility 
of the existing options, the linear 
lens adds an elliptical beam option 
with the asymmetrical allowing 
the use of Titanium for a more 
forward throw effect.

Ceiling   |   unios.com/titanium 17171616



Accessories

Wide Trim Fascia

The Wide Trim Fascia is the 
perfect solution for projects with 
concrete ceilings. With its wide 
trim design, this fascia option acts 
as an effective and minimal cover-
up for any cut-out imperfections. 

Linear Lens

The Linear Lens produces an 
elliptical distribution of light, 
making it ideal when lighting 
elongated surfaces that typically 
require two standard luminaires.

Asymmetrical Fascia

Directing light at an angle, the 
Asymmetrical Fascia creates a 
forward throw light effect. It is 
also ideal for projects with angled 
ceilings that require standard light 
distributions on the floor. 

Honeycomb Optic

The Honeycomb Optic provides 
two planes of glare control. With 
its hexagonal cell structure, the 
Honeycomb Optic can reduce 
glare from all viewing angles and 
provide an aesthetic finish.

Featured Project: 
Arthur & Co

As seen on the image on 
the right, the Linear Lens 
is assisting in efficiently 
highlighting dining tables 
for guests to see and enjoy 
their meal.

See project inspiration: 
unios.com/arthurandco

Redefine aesthetics with a 
complete suite of accessories.

Refer to each products specification page 
for each models accessory compatibility.
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Living with light

As colour temperature plays a critical role in the post-pandemic 
lifestyle, flexible colour temperature selection is more important 
than ever. The Titanium Series has a multitude of options, from 
static CCT to dusk dimming or tunable white.

Dusk dimming technology

With innovative dusk dimming technology, the 
Titanium Series stimulates and mimics the 
natural appearance of a sunset. Adjust the colour 
temperature in residences, restaurants, bars and 
hotels to dusk lighting can provide ambience and a 
comfortable atmosphere.  

Dusk dimming Tunable White 

Tunable White

Adjust colour temperatures between 2700K to 
6500K with the Titanium tunable white option. 
Tunable white technology supports our natural 
circadian rhythm as the colour temperature can be 
automated to mimic natural lighting patterns in 
our internal spaces throughout the day.

6500K 3000K 2700K3000K 2500K 1800K

3000K 1800K

We see a focus on creating 
workspaces that feel more like 
home in the post-pandemic era.

6500K 2700K

Melanopic effect

Melatonin is our sleep 
hormone. Suppression 
typically begins at 7.30am 
when the sun rises to keep 
us alert throughout the 
day. Then, around 9.30pm, 
melatonin secretion starts 
to help us wind down at 
the end of the day. 

Although biomorphism 
is controlled by natural 
light, artificial light needs 
to respect our natural 
circadian rhythms to 
maintain healthy lives.

Human-centred design

Progressively, we see workplaces 
designed for people rather than 
solely designed for the work 
that needs to be done. Part of 
the paradigm shift is adjusting 
the standard mindset of 4000K 
in workplaces. So instead, we 
should see a rise in 3500K, 
3000K or even 2700K in certain 
environments.

Shifting design trend

Future trends are drawing 
design inspiration from hotels 
and the hospitality industry. 
Designers are using layers of 
light, ‘non-standard’ beam 
angles and various optics to 
deliver unique concepts. With 
individualised luminaire control, 
modification for the specific 
requirements of the inhabitant is 
entirely possible.

Colour temperature flexibility

As businesses look to condense 
the overall footprint of a 
single space, we see a rise in 
the increase of adjustable 
CCT requirements. This will 
allow one room to have warm 
temperatures for breakout 
and meditation and cooler 
temperatures for meetings 
and collaborations.

29unios.com

Bluetooth Technology

The Eclipse is Casambi Bluetooth 
compatible, ready to be integrated 
as part of a project lighting 
solution. With the complete Unios 
range compatible with Casambi 
Bluetooth, an end-to-end Casambi 
solution can be configured for the 
most complex of projects.

Circadian rhythm

Studies show that the colour 
temperature of lighting can 
have great influence over our 
moods and how we perceive our 
environments. With the Casambi 
App, you can customise the lighting 
to adjust colour temperature 
throughout the day.

5.00am
2700K

8.00am
3000K

10.00am
4000K

12.00pm
6500K

2.00pm
5000K

5.00pm
4000K

6.00pm
3000K

8.00pm
2700K

7.30am
Melatonin  
suppression 
begins

9.30pm
Melatonin  
secretion 
begins

As we move forward through the pandemic, there is focus 
on bringing the comforts of home into the workspace – 
creating environments that feel inviting and safe.
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Applications

Right – Iona  
Presentation College

Unios Luminaires:  
Titanium Surface  
Mounted Downlight,  
LX  Infinity Linear Light

Left – Research  
Primary School

Unios Luminaires:  
Titanium Downlight

Right – Vinhomes Villa

Unios Luminaires:  
Titanium Suspended 
Starlight, Titanium 
Downlight, Arrow  
Linear Light
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Applications

Left – Il Mio Cafe

Unios Luminaires:  
Titanium Downlight

Right – Gippsland Hi-Tech 
Park Innovation Centre

Unios Luminaires:  
Titanium Downlight

Left – 52/3 Kitchen & Bar

Unios Luminaires:  
Titanium Downlight,  
Shift Out Downlight, 
Marc Wall Light
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Applications

Left – Clarence St

Unios Luminaires:  
Titanium Surface  
Mounted Downlight, 
Eclipse Linear Light

Right – Selbourne Road

Unios Luminaires:  
Titanium Downlight

2727Ceiling   |   unios.com/titanium26



Textured Black Textured White 1Subject to availability

Titanium 
Downlight

Titanium Curve 
Downlight

Titanium Semi 
Recessed Downlight

Titanium 
Starlight

Titanium  
Surface Mounted 

Downlight

Titanium  
Surface Mounted 

Starlight

Finish

Mounting Recessed
Surface Mounted,  

Suspended

Power 11W, 13W, 25W 11W, 15W, 25W 2W, 9W, 15W 5W 11W, 13W 5W

Absolute 
Luminous Flux

Up to  
2526lm

Up to  
2358lm

Up to  
1489lm

Up to  
476lm

Up to  
1225lm

Up to  
476lm

Colour Temp 2700K, 3000K, 4000K

Tunable White 2700K-6500K - 2700K-6500K -

Dusk Dimming 3000K-1800K - 3000K-1800K -

Beam 15°-75° 15°-60° 15°-50° 36°-50° 15°-75° 36°-50°

Elliptical  
Beam (E) 15x60°-50x80° 15x60°-50x80° - 15x60°-50x80° -

Glare Rating <16 <16, <19 <13, <16 <13 <16 <13

CRI 92+, 97+ 97+ 92+ 92+ 92+, 97+ 92+

IP Rating IP44 (Roomside) IP54 IP65
IP44 (Roomside),  
IP20 (Suspended)

IP20

Adjustability 25° - - - 25° -

Control Phase-Cut, DALI, Bluetooth, 1-10V

The selection and 
customisation process for our 
Titanium Family can be quite 
daunting. With each model 
made to cover different types 
of projects, we have created 
a selection matrix below to 
assist you in choosing the 
right luminaire that will best 
suit your requirements. 

Which Titanium is  
best for me?

Textured Gold Textured Black/Gold

Textured White/Gold Textured White/Black

Selection Matrix

Titanium Series

Titanium G2 Downlight 30

Titanium Curve Downlight 32

Titanium Semi  
Recessed Downlight 34

Titanium Starlight 36

Titanium Surface Mounted / 
Suspended Downlight 38

Titanium Surface Mounted / 
Suspended Starlight 40

Textured Black/White
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Small 
Measurements (mm)

ØØ  84   (84   (  76) 76)

10
6

10
6

Absolute Luminous Flux
11W (300mA) 

1004lm (at 3000K) 
1027lm (at 4000K)

Beam
15° (P) | 36° (M) 
60° (W) | 75° (F)

Medium
Measurements (mm)

ØØ  100   (100   (  92) 92)

11
5

11
5

Absolute Luminous Flux
13W (350mA) 

1188lm (at 3000K) 
1226lm (at 4000K)

Beam
15° (P) | 36° (M) 
60° (W) | 75° (F)

Large
Measurements (mm)

ØØ  134   (134   (  125) 125)

15
0

15
0

Absolute Luminous Flux
25W (700mA) 

2421lm (at 3000K) 
2526lm (at 4000K)

Beam
15° (P) | 36° (M) 
60° (W) | 65° (F)

General Specifications
Material Powder Coated Aluminium
UGR (Unified Glare Rating) <16
IP 44 (Roomside)
Warranty 5 Years

LED
Colour Temp 2700K, 3000K, 4000K,  

3000K–1800K (Dusk)1 , 
2700K–6500K (Tunable White)

CRI (Ra/R9) 92+/>50, 97+/>902

Efficacy Up to 87lm/W
Colour Deviation SDCM≤2, SDCM≤3 (Dusk)
Lifetime >55,000h L90B10

25˚    
2700K
4000K
5000K   COI  6       

Finishes
Textured Black
Textured White
Textured Gold

Accessories

Asymmetrical Fascia

Wide Trim Fascia3

Linear Lens

Honeycomb  Lens

Frosted Lens

Titanium G2 Downlight Series

Driver
240V Remote Flicker-Free Phase-Cut Dimmable Driver (FP)
240V Remote Tridonic one4all DALI Driver (TD)
240V Remote Tridonic basicDIM Bluetooth Driver (TB)
240V Remote Tridonic one4all DALI DT8 Driver (T8)

Notes
1Dusk dimming is not available in Titanium Large.
2For CRI 97+ lumen outputs and polar diagrams, 
please refer to the Unios Toolbox. 
3Wide Trim Fascia is suitable in the Medium variation 
for concrete applications.

Edition 23.2.22 | Product design and technical data may be subject to change Ceiling   |   unios.com/titanium

Beam Options

1856

3712

5568

Pencil | 15° (P)

2113

1409

704

Medium | 36° (M)

940

626

313

Wide | 60° (W)

486

324

162

Flood (Frosted) 
65°, 75° (F)

1493

995

498

Pencil | 15x60° (PL)

945

630

315

Medium | 36x60° (ML)
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Titanium Curve Downlight

Beam Options

1836

1672

5509

Pencil | 15° (P)

1006

2011

3017

Narrow | 24° (N)

2148

1432

716

Medium | 36° (M)

938

626

313

Wide | 60° (W)

Accessories

Linear Lens

Honeycomb  Lens

Create a more uninterupted ceiling aesthetic 
with an inward sloping trim design

Available in a range of beam angles

A unique curved downlight design 
with an extensive range of options

Small 
Measurements (mm)

ØØ  8080      ((  70) 70)

8787

Absolute Luminous Flux
11W (300mA) 

915lm (at 3000K) 
937lm (at 4000K)

Beam
15° (P) | 24° (N) 

36° (M) | 60° (W)

Medium
Measurements (mm)

ØØ  90   (90   (  79) 79)

9797

Absolute Luminous Flux
15W (400mA) 

1284lm (at 3000K) 
1315lm (at 4000K)

Beam
15° (P) | 24° (N) 

36° (M) | 60° (W)

Large
Measurements (mm)

ØØ  130   (130   (  114) 114)

12
1

12
1

Absolute Luminous Flux
25W (700mA) 

2300lm (at 3000K) 
2358lm (at 4000K)

Beam
15° (P) | 24° (N) 

36° (M) | 60° (W)

General Specifications
Material Powder Coated Aluminium
UGR (Unified Glare Rating) <16 (Small/Large), <19 (Medium)
IP 44 (Roomside)
Warranty 5 Years

LED
Colour Temp 2700K, 3000K, 4000K
CRI (Ra/R9) 97+/>90
Efficacy Up to 84lm/W
Colour Deviation SDCM≤2
Lifetime >55,000h L90B10

Finishes
Textured Black
Textured White

 COI  6     

Driver
240V Remote Flicker-Free Phase-Cut Dimmable Driver (FP)
240V Remote Tridonic one4all DALI Driver (TD)
240V Remote Tridonic basicDIM Bluetooth Driver (TB)

Edition 23.2.22 | Product design and technical data may be subject to change Ceiling   |   unios.com/titaniumcurve
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Titanium Semi-Recessed

The adaptable downlight designed to 
maximise performance with a unique 
lighting gradient effect

General Specifications
Material Powder Coated 

Aluminium
UGR (Unified Glare Rating)
Micro <13
Small, Medium <16
IP 54 (Roomside)
Warranty 5 Years

Finishes
Textured Black
Textured White

LED
Colour Temp 2700K, 3000K, 

4000K
CRI (Ra/R9) 92+/>50
Efficacy Up to 88lm/W
Colour Deviation SDCM≤2
Lifetime
Micro >60,000h L90B10 
Small, Medium >55,000h L90B10

 COI   6    

  

Micro
Measurements (mm)

884747

ØØ  42   (42   (  35) 35)

Absolute Luminous Flux
2W (700mA) 

152lm (at 3000K) 
179lm (at 4000K)

Beam
19° (N) | 30° (M)

50° (W)

Small
Measurements (mm)

11.811.8

ØØ  78   (78   (  68) 68)

7373

Absolute Luminous Flux
9W (250mA) 

849lm (at 3000K) 
905lm (at 4000K)

Beam
15° (P) | 33° (M)

50° (W)

Medium
Measurements (mm)

17.317.3

ØØ  114   (114   (  104) 104)

10
0

10
0

Absolute Luminous Flux
15W (400mA) 

1263lm (at 3000K) 
1489lm (at 4000K)

Beam
15° (P) | 33° (M)

50° (W)

Beam Options

583

1166

1749

Pencil | 15° (P)

1150

767

383

Medium | 30°, 33° (M)

849

566

283

Wide | 50° (W)

Downlight

Driver
Micro: 240V Remote Non-Dimmable 
Driver (CC)
Small, Medium: 240V Remote Flicker-
Free Phase-Cut Dimmable Driver (FP)
240V Remote Tridonic one4all DALI 
Driver (TD)
240V Remote Tridonic basicDIM 
Bluetooth Driver (TB)

Its semi recessed design creates a unique 
gradient of illumination from dark to light

Minimal glare with a UGR down to <13

Protruding trim adds a refined touch to break 
up ceiling surfaces

Edition 23.2.22 | Product design and technical data may be subject to change Ceiling   |   unios.com/titaniumsemi



37373636

Beam Options

733

489

244

Narrow | 36° (N)

457

305

152

Wide | 50° (W)

General Specifications
Material Powder Coated Aluminium
UGR (Unified Glare Rating) <13
IP 65 (Roomside)
Warranty 5 Years

Finishes
Textured Black
Textured White
Textured Gold

LED
Colour Temp 2700K, 3000K, 4000K
CRI (Ra/R9) 92+/>50
Efficacy Up to 81lm/W
Colour Deviation SDCM≤2
Lifetime >55,000h L90B10

IP65    3     

Measurements (mm)

5555

((  38) 38)
Ø 43Ø 43

Absolute Luminous Flux
5W (150mA) 

468lm (at 3000K) 
476lm (at 4000K)

Beam
36 (N) | 50° (W)

Titanium Starlight

Driver
240V Remote Phase-Cut Dimmable Driver (PC)
240V Remote Osram DALI Driver (OD)

Edition 23.2.22 | Product design and technical data may be subject to change Ceiling   |   unios.com/titaniumstarlight
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Accessories

85mm Pendant Kit 
(3000mm Cable)

Linear  Lens

Honeycomb  Lens

Frosted Lens

Small
Measurements (mm)

130mm

Ø 88Ø 88

13
0

13
0

200mm

Ø 88Ø 88

20
0

20
0

Absolute Luminous Flux
11W (300mA) 

1004lm (at 3000K) 
1027lm (at 4000K)

Beam
15° (P) | 36° (M) | 60° (W) | 75° (F)

Medium
Measurements (mm)

130mm

Ø 102  Ø 102  

13
0

13
0

215mm

Ø 102  Ø 102  

21
5

21
5

Absolute Luminous Flux
13W (350mA) 

1188lm (at 3000K) 
1226lm (at 4000K)

Beam
15° (P) | 36° (M) | 60° (W) | 75° (F)

Notes
1For CRI 97+ lumen outputs, please refer to the values 
on the Unios Toolbox.

Titanium G2 Surface Mounted/Suspended Downlight

Edition 23.2.22 | Product design and technical data may be subject to change Ceiling   |   unios.com/titaniumsm

General Specifications
Material Powder Coated 

Aluminium, 
3 Core Fabric Cord 
(pendant kit)

UGR (Unified 
Glare Rating)

<16

IP 44 (Roomside),  
20 (Pendant)

Warranty 5 Years

Finishes
Textured Black
Textured White
Textured  
Black/Gold
Textured  
White/Gold
Textured  
Black/White
Textured  
White/Black

LED
Colour Temp 2700K, 3000K, 

4000K,  
3000K–1800K 
(Dusk)1 , 
2700K–6500K 
(Tunable White)

CRI (Ra/R9) 92+/>50, 97+/>901

Efficacy Up to 83lm/W
Colour Deviation SDCM≤2, 

SDCM≤3 (Dusk)
Lifetime >55,000h L90B10

  COI  6    

  

Driver
2XXmm: 240V Built-in Flicker-Free 
Phase-Cut Dimmable Driver (FP)
130mm: 240V Remote Flicker-Free 
Phase-Cut Dimmable Driver (FP)
240V Remote Tridonic one4all DALI 
Driver (TD)
240V Remote Tridonic basicDIM 
Bluetooth Driver (TB)
240V Remote Tridonic one4all DALI 
DT8 Driver (T8)

Beam Options

1856

3712

5568

Pencil | 15° (P)

2113

1409

704

Medium | 36° (M)

940

626

313

Wide | 60° (W)

486

324

162

Flood (Frosted) 
65°, 75° (F)

1493

995

498

Pencil | 15x60° (PL)

945

630

315

Medium | 36x60° (ML)



Accessories

55mm Pendant Kit 
(3000mm Cable)

41414040

General Specifications
Material Powder Coated 

Aluminium
UGR (Unified Glare Rating) <13
IP 20
Warranty 5 Years

LED
Colour Temp 2700K, 3000K, 4000K
CRI (Ra/R9) 92+/>50
Efficacy Up to 77lm/W
Colour Deviation SDCM≤2
Lifetime >55,000h L90B10

260
Measurements (mm)

Surface Mounted

260
260

Ø 46Ø 46

Absolute Luminous Flux
5W (150mA) 

468lm (at 3000K) 
476lm (at 4000K)

Beam
36 (N) | 50° (W)

600
Measurements (mm)

Surface Mounted

Ø 46Ø 46

60
0

60
0

Absolute Luminous Flux
5W (150mA) 

468lm (at 3000K) 
476lm (at 4000K)

Beam
36 (N) | 50° (W)

  3    

400
Measurements (mm)

Surface Mounted

Ø 46Ø 46

40
0

40
0

Absolute Luminous Flux
5W (150mA) 

468lm (at 3000K) 
476lm (at 4000K)

Beam
36 (N) | 50° (W)

800
Measurements (mm)

Surface Mounted

Ø 46Ø 46

80
0

80
0

Absolute Luminous Flux
5W (150mA) 

468lm (at 3000K) 
476lm (at 4000K)

Beam
36 (N) | 50° (W)

Notes

Luminaire and surface mounted/suspended canister 
sold separately. 
1Built-in Osram DALI Driver available for suspended 
model upon request.

Titanium Surface Mounted/Suspended Starlight

Driver
240V Built-in Phase-Cut Dimmable Driver (PC)
Surface Mounted: 240V Built-in Osram  
DALI Driver (OD)
Suspended: 240V Remote Osram DALI Driver (OD)1

Edition 23.2.22 | Product design and technical data may be subject to change Ceiling   |   unios.com/titaniumsmstarlight

Beam Options

733

489

244

Narrow | 36° (N)

457

305

152

Wide | 50° (W)

Finishes
Textured Black
Textured White
Textured Black/Gold
Textured White/Gold
Textured Black/White
Textured White/Black
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Unios acknowledges the Australian Aboriginal and Torres 
Strait Islander peoples of this nation. We acknowledge 
them as the traditional custodians of the lands on which 
our company is located, where we conduct our business 
and where many of these buildings are resting. We pay 
our respects to ancestors and Elders, past present and 
emerging. Unios is committed to honouring Australian 
Aboriginal and Torres Strait Islander peoples’ unique 
cultural and spiritual relationships to the land, waters and 
seas and their rich contribution to society.

Unios Toolbox

Best-in-class product 
configuration tools

With different design and 
performance criteria for 
every project, discovering and 
configuring the right luminaire 
needs to be a seamless process. 
With the Unios Toolbox, you 
can filter through thousands of 
variations in seconds.

Export customised PDF and 
Excel lighting schedules

Project lighting can quickly get 
complex and time-consuming. 
We’ve developed a suite of 
tools to allow you to build a 
luminaire schedule, export it 
in PDF or Excel formats and 
integrate it back into your own 
project workflow.

More data accessibility  
than ever before

BIM objects, IES files, customised 
data sheets and product images 
are all easily accessible for your 
project requirements. All product 
variations are presented with a 
holistic view of each data point 
and piece of documentation you 
may require.

E L E C T R O N I C  CO N T R O L G E A R

ACC E S S O R I E S

Remote G2 350mA Flicker-
Free IP20 PC Driver

Wide Trim Fascia w/Tension Clips

Remote G2 300mA Flicker-
Free IP20 PC Driver

Wide Trim Fascia w/Spring Clips

Remote TRIDONIC 10W 
250mA 15-40V One4All

84mm/100mm Linear Lens

Remote G2 250mA Flicker-
Free IP20 PC Driver

 Gold Fascia w/Spring Clips

Remote TRIDONIC 17W 
350mA 15-49V One4All

84mm/100mm Honeycomb Lens

100mm Asymetrical Fascia

Remote TRIDONIC 17W 
300mA 15-50V One4All

TA003 TA008

LL001

TA006

HL003

TA001

P E R S O N A L I S E  DATA S H E E T

Email Phone

Notes

RESET OPTIONS

NAME

Chris Henderson

COMPANY

Diameter Ø84mm
Height 105mm
Finish UV Textured Black
Colour 3000K
Class Class II
Beam Angle 60°
Material Powder Coated Aluminium
IP Rating IP44

Warranty 7 Years
CRI 92+
Efficiacy Up to 87lm/w
Colour Deviation SDCM ≤3
Lifetime >100,000h L70
Adjustability 25° Tilt
COI Compatibility Pass
Classification IC

Ø (

Absolute Luminous Flux    
11W (300mA) / 1005lm

Beam   
60° (W)

T I T A 0 0 8 4 .T B 3 0 .W - F P 0 3 0 0 0 1

TYPEQTY 650 A-11

A D D  T O  P R O J E C T

Stocked Configuration (subject to availability)

E L E C T R O N I C  CO N T R O L G E A R

ACC E S S O R I E S

P E R S O N A L I S E  DATA S H E E T

Email Phone

Notes

RESET OPTIONS

NAME COMPANY

Titanium Small Downlight
TITA0084.TB30.W-FP030001

D A T A  S H E E T

P R O D U C T  I M A G E S

B I M  O B J E C T S

I E S  F I L E S

I N S T A L L A T I O N  I N S T R U C T I O N S

Download BIM Objects

D O W N L O A D

Revit objects

Sketchup objects

ArchCAD objects

©  2 0 1 7  U N I O S  A U S T R A L I A  P T Y  L T D

Tel: +61 8 9238 1888

Fax: +61 8 6316 1441

sales@unios.com

17 Niche Parade

Wangara WA 6065

120 L08

Bianco Wall Light

BIAN0006.TB

Electronic Control Gear/Accessories

Note

890 W12

Shift Out Downlight

SHFO0091.TB-SHF91.G

Electronic Control Gear/Accessories

Note

CO L L A B O R ATO R S E X P O R T

PROJECT NAME

IPC Office

REFERENCE

F353480

EDIT HISTORY

P R O J E C T S  /  A C T I V E  /  I P C  O F F I C E

Ardon Design Consultants

PROJECTS

PDF

XLS

From design to 
documentation in seconds

Instagram: instagram.com/unioslight 
Facebook: facebook.com/unioslight 
LinkedIn: linkedin.com/company/unios 
YouTube: unios.com/youtube 
Pinterest: pinterest.com/unioslight

Special Thanks

This publication wouldn't be possible without 
the ongoing support of our project partners, 
distributors and photographers who have 
assisted in providing content.

More Information

For additional technical information and to 
access our full library, visit unios.com. Our library 
contains a comprehensive database of BIM 
objects, IES files and product imagery.

http://instagram.com/unioslight
http://facebook.com/unioslight
http://linkedin.com/company/unios
http://unios.com/youtube
http://pinterest.com/unioslight
http://unios.com


unios.com

Unios HQ (Australia) 
T +61 8 9248 1888 
E sales@unios.com 
37 Boom Street, 
Gnangara WA 6077

Melbourne, Australia 
T +61 8 9248 1888 
E melbourne@unios.com 
GF/341 George Street,  
Fitzroy VIC 3065

Sydney, Australia 
T +61 8 9248 1888 
E sydney@unios.com 
103/13 Bowden Street,  
Alexandria NSW 2015

Ho Chi Minh, Vietnam 
T +84 28 3821 2927 
E vietnam@unios.com 
B2, Canary Tower, Diamond  
Island, District 2, Ho Chi Minh

Hanoi, Vietnam 
T +84 28 3821 2927 
E vietnam@unios.com 
E2, Chelsea Residence, 48 Tran Kim 
Xuyen, Yen Hoa, Cau Giay, Hanoi

Zhongshan, China 
T +61 8 9248 1888 
E china@unios.com 
No.3 , FuTian 5 Road, Gangkou 
District, Zhongshan City

Singapore 
T +65 9656 2323 
E singapore@unios.com 
JustCo at 120 Robinson Road,  
#15-01 Singapore 068913

Gyeonggido, South Korea 
T +82 31 791 3922 
E southkorea@unios.com 
1038 Dadong, Hyundai Knowledge 
Industry Center, 520 Misadaero, Hanamsi


	Catalogues 4: 
	Toolbox  4: 
	Universal Light 4: 
	White Papers 5: 
	Universal Light 5: 
	Button 6: 
	Button 5: 
	Button 4: 
	Button 3: 
	Button 2: 
	Button 1: 


